With true-to-life picture and sound the Motorola OJO™ 
is set to change the face of communication forever. 

The implementation of advanced telephony, compression, and multi-media technologies 
enables OJO to deliver the highest quality images and eliminate the break-up and distortion 
normally associated with video phones. 



BROADBAND FRIENDLY: 

Designed for broadband, this system leverages the 
existing cable and DSL infrastructure while opening the 
door for new revenue opportunities. As a SIP-compliant 
endpoint, Ojo gives broadband operators flexibility in the 
provisioning and administration of a fee-based video 
telephony service. Ojo requires no additional headend 
equipment for DOCSIS® cable modems. 

BREAKTHROUGH PERSONAL DESIGN: 

Stylish and functional. Users can make IP video 
calls and PSTN or VoIP voice-only calls over a 
current telephone number. Features include: 

•Superior image and bandwidth efficiency 

• High-resolution 16:9 LCD display 

•State-of-the-art miniature camera 

•True-to-life video and audio quality 

•Video and voice-only messaging 

•Picture-based caller ID and phonebook 

•Use of existing telephone number 

•Advanced speakerphone with AGC 
and echo cancellation 

•Full-featured cordless phone handset 

• An easy-to-use graphical interface 

•Easily accessible video/audio privacy controls 

• Latest video and audio codecs 
•On-screen residential and business directories 
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TECHNICAL SPECIFICATIONS 



DISPLAY UNIT 
GENERAL 

DC Input 



DC Current 



Power Consumption 



AC Power Adapter 



Operating Temperature 



Storage Temperature 



Dimensions 



Weight 



NETWORK 

Connector 



Protocol 



Ethernet Network Interface 



Communications Standards 



Security 



Call Bandwidth Requirements 



PSTN 

Connector 



Pass-Through 



Dialing Mode 



AUDIO 

Compression (Video Calls) 



Compression (Audio Calls) 



12V 



3 A (Typical) 



30 W 



100 - 240 VAC, 60 Hz 



10° to 40° C 



0° to 70° C 



14" x 8.5" x 7.5" 



2.5 lb 



RJ-45 



TCP/IP 



10/100 Base-T 



SIP 



TCP/IP, UDP 



RTP 



SRTP, 128-bit AES 



110-150 Kbps 



RJ-11 



Yes 



Tone (DTMF)/Pulse 



iLBC 



G.711 



DISPLAY 


LCD Monitor 


Minimum 7" Diaqonal 


Type 


LCD 


Backlighting 


Yes 


Anti-Glare Coating 


Yes 


Viewing Angle 


+/-30°(h) +/-60°(v) 




CAMERA 


Image Sensor 


1/4" Color 


Backlight Compensation 


Yes 


Automatic Gain Control 


Yes 


White Balance 


Auto 


Minimum Illumination 


2 lux 




SPEAKERPHONE 


Audio Processing 


Full Duplex 


Echo Cancellation 


Adaptive Sub-Band 


Audio Privacy 


Yes 




VIDEO 


Resolution 


176 x 144(QCIF) 


Frame Rate 


30 fps 


Compression (Primary) 


H.264 


Compression (Supported) 


H.263 



CORDLESS HANDSET 



GENERAL 




BATTERY 




Dimensions 


6.25" x 1.5" x 0.5" 


ChargeTime 


1 hr 


Weight 


5 oz 


TalkTime 


6 hr 


Wireless Interface Standard: Digital or Analog 


2.4 GHz 


Standby Time 


96 hr 



Range 



100 ft 



Display 



Illuminated Graphic LCM 



To view our full line of Broadband Products, 

visit our Web site at www.motorola.com/broadband/consumers 
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